ing accessories

. Mount

Accessories

DUCTING, REDUCTION ELEMENTS AND DUCT JOINING PIECE
BF and BM
Articulated arms
/ \ Articulated arms for extraction welding fumes.
Temperature up to 70°C.
Easy to manipulate.
2 models.
2 sizes 3 or 4m.
From 300 to 1200m3/h.
Installation with extension duct @ 160 connection: Connection fl ange + Wall frame
+ Arm with flexible duct
BF
Arm with flexible duct and internal Model O Duct Length
. - (mm) (m)
articulation.
Supply with inlet ring - arm - wall frame - £k 16073 LS4 3
connection flange. S0/ 160 4
BF Configuration - Elements:
Connection flange Wall frame
@160 mm
e o=

Arm with flexible
duct and internal
articulation - @160 mm
Lenght: 3m or 4m.

Metalic inlet ring

250x290 mm
BM Model @ Duct Length
Metallic arm and external articulation. (mm) (m)
Supply with inlet ring - arm - wall BM 160/3 160 3
frame - connection flange. BM 160/4 160 4

BM Configuration - Elements:

Wall frame Connection flange
@160 mm

< ©
Articulated

# connection
flange 360°

Arm with flexible
duct and external
articulation- @160 mm
Lenght: 3m or 4m.

Metalic inlet ring
250x290 mm




