
CRBB/CRBT-EC
5509315200  - CRBB/3-190/060M EC 1H0 (230V50/60HZ) VE  - EXTERNAL ROTOR MOTOR RADIAL FANS

Direct driven Single inlet radial fan with single phase IP44 EC external rotor motor running at 1-230V-50Hz. Impeller 
made of plastic. Fan speed adjustable trough 0-10V input. 
Brand S&P model CRBB/3-190/060M_EC_1H0.
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Static Pressure 0,000 N/m²
Temperature 20 °C
Altitude 0 m
Density 1,2 kg/m³
Frequency 50/60 Hz

Construction
Fan size 190/060
Minimum temperature -20°C
Maximum temperature 60°C

Motor Characteristics
Number of poles
Maximum Input power 0,09 kW
Maximum absorbed current 0,6 A
Voltage 1-230V-50Hz
IP Rating IP44
Motor insulation class B

Working Point
Airflow  -
Static Pressure  -
Dynamic pressure  -
Total Pressure  -
Input power -
Fan speed 3266
Specific Fan Power  -

Drawing

B C D E F G H (M4) I

72 132 62.2 98 550 105 2

S&P UK VENTILATION SYSTEMS LTD - Wentworth Road, Ransomes Europark, Ipswich. Suffolk. IP3 9SW, United Kingdom / tel: 08454 700 074 Fax: 08454 700 075 / www.solerpalau.co.uk / sales.uk@solerpalau.com

24/05/2023, 12:10:59 - EasyVent v.15/3/2023 Rev.28279 | Selection Id 7acf8845-6ec4-4b2f-a168-8eacfa323b96

1/4



CRBB/CRBT-EC
5509315200  - CRBB/3-190/060M EC 1H0 (230V50/60HZ) VE  - EXTERNAL ROTOR MOTOR RADIAL FANS

Performance Chart

0,00
0,01
0,02
0,03
0,04
0,05
0,06
0,07
0,08
0,09

In
pu

tP
ow

er
(k

W
)

0

100

200

300

400

500

600

St
at

ic
Pr

es
su

re
(N

/m
²)

ղmax

4V 6V 8V 10V

0 100 200 300 400 500 600 700 800

Q- Airflow (m³/h)

0

500

1000

1500

2000

2500

3000

3500

Sp
ee

d
(R

PM
)

S&P UK VENTILATION SYSTEMS LTD - Wentworth Road, Ransomes Europark, Ipswich. Suffolk. IP3 9SW, United Kingdom / tel: 08454 700 074 Fax: 08454 700 075 / www.solerpalau.co.uk / sales.uk@solerpalau.com

24/05/2023, 12:10:59 - EasyVent v.15/3/2023 Rev.28279 | Selection Id 7acf8845-6ec4-4b2f-a168-8eacfa323b96

2/4



CRBB/CRBT-EC
5509315200  - CRBB/3-190/060M EC 1H0 (230V50/60HZ) VE  - EXTERNAL ROTOR MOTOR RADIAL FANS

Drawing

B C D E F G H (M4) I

72 132 62.2 98 550 105 2

S&P UK VENTILATION SYSTEMS LTD - Wentworth Road, Ransomes Europark, Ipswich. Suffolk. IP3 9SW, United Kingdom / tel: 08454 700 074 Fax: 08454 700 075 / www.solerpalau.co.uk / sales.uk@solerpalau.com

24/05/2023, 12:10:59 - EasyVent v.15/3/2023 Rev.28279 | Selection Id 7acf8845-6ec4-4b2f-a168-8eacfa323b96

3/4



CRBB/CRBT-EC
5509315200  - CRBB/3-190/060M EC 1H0 (230V50/60HZ) VE  - EXTERNAL ROTOR MOTOR RADIAL FANS

ErP Data
Maximum efficiency ᶯ[%] 46,8

Instalation type A

Category efficiency Static

N N76,1

Variable speed drive +

Year of manufacture Product Rating Plate

Manufacturer's Info S&P

Product code 5509315200

Input power at optimum efficiency point (kW) 0,085

Airflow at optimum efficiency point [m3/h] 442

Pressure at optimum efficiency point [Pa] 325

Speed at optimum efficiency point 3266

Specific Ratio 1

Recycling/disposal Instruction Manual

Maintenance Instruction Manual

Additional components Catalogue and according to
ISO 5801
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