
GB

Movemen t by Pe r f ec t i o n

The Royal League in ventilation, control and drive technology

Product documentation

Type
GR40I-ZID.DC.CR

Article number
116895/A01



Article number
116895/A01

www.ziehl-abegg.com Bewegung durch Perfektion 2 10
27/04/2023
© ZIEHL-ABEGG SE

All rights reserved. Confidential and proprietary document, not to be disclosed or used except in accordance with applicable agreements. No disclosure to third parties, if not
expressively agreed by ZA SE.

Product documentation

ZIEHL-ABEGG Contact
Luke Hill
Tel.
Luke.Hill@ziehl-abegg.co.uk
ZIEHL-ABEGG Subsidiary
Great Britain
ZIEHL-ABEGG UK Ltd.
UNIT C SHEEPCOTES,
SPRINGFIELD BUSINESS PARK,
CHELMSFORD, ESSEX, CM2 5AS
GREAT BRITAIN
Phone +44 1245 4490-10
Fax +44 1245 4490-11
www.ziehl-abegg.co.uk
info@ziehl-abegg.co.uk

Type
GR40I-ZID.DC.CR

Article number
116895/A01

Contents

1. Recitals 3

2. Product specification - Technical data 4

3. Characteristic Curve 5

4. Drawing 6

5. Connection diagram 7

6. EU-Declaration of conformity 8



Article number
116895/A01

www.ziehl-abegg.com Bewegung durch Perfektion 3 10
27/04/2023
© ZIEHL-ABEGG SE

All rights reserved. Confidential and proprietary document, not to be disclosed or used except in accordance with applicable agreements. No disclosure to third parties, if not
expressively agreed by ZA SE.

1. Recitals
The Product Specifications contained in this document are final, unless otherwise stated by a separate
provision in the "ZIEHL-ABEGG deviation list document" with respect to information provided by the
customer (cp. separate Chapter: Attachment).

Other regulations between the parties, regardless of time, form or content, are not part of the subject matter
of the contract and the agreement on characteristics/of features (Product Specifications) between the
parties.

Compliance with the following specifications is mandatory to ensure the functionality and safety of the
product. If the following specifications given especially but not limited for operating conditions, transport,
storage, mounting, start-up, maintenance and repair are not observed, the product may not operate safely
and may cause a hazard to the life and limb of users and third parties.

Deviations from the following requirements may therefore lead both to the loss of the statutory material
defect liability rights and to the liability of the buyer for the product that has become unsafe due to the
deviation from the specifications.
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2. Product specification - Technical data
Article number 116895/A01

Type GR40I-ZID.DC.CR

Designation Ventilation unit with impeller with backward curved blades.

Rated values 3~380-480V 50/60Hz P1 2.10kW 3.40-2.70A
2360min-1 40°C

Electrical connection Integrated controller

ErP Data Measurement category ErP: A
Air flow qv on Eta opt: 5740 m3/h
Pressure increase pfs on Eta opt: 892 Pa
Input power P1 on Eta opt: 2079 W

statA: 74.7 %
Efficiency grade: Nactual = 81.9 / Ntarget = 62*
*ErP 2015

Min. operating temperature -20°C

Thermal class Thermal class 155

efficiency class IE5

IO-function BASIC-MODBUS

coating rotor Rotor 1 coatpaint resistance class 1 (L-TI-0596)

Colour sheet rotor RAL 5002 (ultramarine blue)

Material impeller Impeller made of ZAmid

Colour impeller like RAL 5002 (ultramarine blue)

Connection diagram AP00001C

Installation position Fitting position H/Vu/Vo

Fitting position mot Mounting position H/Vu/Vo

Motor protection integrated active temperaturemanagement

Type of protection IP55

Impregnation Moisture and hot climate protection

Inlet cone Inlet nozzle with measuring device for volume flow

Quality of bearings ball bearing with long-time lubrication

Labelling UL/CSA E213826 ZB-155, MK116-0009

Colour motor Stator/rotor separately

Balance quality G 4,0

Weight 25.00 kg
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3. Characteristic Curve

GR40I-ZID.DC.CR measured in standard nozzle in installation type A according to ISO 5801

3~ 400V 50Hz measurement density 1,16 kg/m³

Air performance

Acoustics

Power input Efficiency
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4. Drawing

Dimensions in mm
The illustrations shown make no claim to completeness and are for orientation purposes only.
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5. Connection diagram
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6. EU-Declaration of conformity
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The Royal League in ventilation, control and drive technology

Intelligent control technology for any application

ZIEHL-ABEGG system capabilities:
Everything from a single source perfectly matched for optimal performance

Please contact us. We would be pleased to design an individual solution for your requirements.

We would like to welcome you on our worldwide exhibitions. Please find our next exhibitions here.


