
SKYFLOW SSR 
Horizontal Roof Cowl

Select models available for next day delivery



Tel 01384 275800            Fax 01384 275810            Email info@eltafans.co.uk            Website eltafans.com2

• UV stabilised
• Maintenance free 
• Up to 30° roof pitch
• Goose Wing Grey paint finish (BS 00-A-05) 

Overview
SKYFLOW SSR

Determine pressure loss against required flow rate and add pressure loss value to system design pressure, verify that fan selection can accommodate extra pressure loss.
Original design: flow rate (m³/s) and pressure (Pa), with cowl becomes flow rate (m³/s) and (pressure (Pa) + pressure loss (Pa) from curve).
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Product 
Code

Product Code
 (c/w Bird Guard)

Product Code 
(c/w Bird Guard 

& Shutters)

SSR25 SSR25B SSR25BS

SSR31/35 SSR31/35B SSR31/35BS

SSR40/45 SSR40/45B SSR40/45BS

SSR50/56 SSR50/56B SSR50/56BS

SSR63/71 SSR63/71B SSR63/71BS

SSR80 SSR80B SSR80BS

Options
Available with Bird Guard & Shutters, or alternatively with Bird Guard only.

SSR50/56
SSR63/71
SSR80



Elta Fans Limited has a policy of continuous product development and improvement and therefore reserves the right to supply products which may differ from those illustrated and described in this publication. 
Confirmation of dimensions and data will be supplied on request. 3
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SECTION A-A
SECTION B-B

STANDARD PURLIN BOX 
IS SUITABLE FOR ROOF 
THICKNESS OF 50-75MM

J TYP CRS

K CRS

PURLIN BOX SECURED TO 
TRIMMERS WITH M10 
LINDAPTERS (NOT SUPPLIED 
BY ELTA FANS)

H TYP 
CRS

L
N

SECURE UNIT TO HARD-
WOOD SILL WITH M10 
COACH BOLTS (NOT 

SUPPLIED BY ELTA FANS)

M

K CRS

NOTE: SIZE 250 PURLIN BOXES 
ARE PARALLEL SIDES
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Dimensional Data

Dimensions are in mm.
Weight excludes Purlin box.

SKYFLOW SSR

Product
Code A B C D E F G H J K L M N Weight

kg*

SSR25 500 475 318 80 428 240 428 175 542 380 340 440 50 4

SSR31/35 710 684 378 85 610 240 636 250 750 500 460 610 75 8

SSR40/45 800 784 478 90 730 250 756 300 870 600 550 700 75 9

SSR50/56 960 934 575 100 860 250 886 350 1000 745 700 850 75 15

SSR63/71 1230 1054 660 105 1000 250 1026 435 1140 870 830 980 75 23

SSR80 1400 1174 670 100 1076 270 1076 470 1190 - 950 1100 75 33
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